
TRIM AREA: 11.25" x 8.75"

SAFETY LINE: 10.75" x 8.25"SAFETY LINE: 10.75" x 8.25"SAFETY LINE: 10.75" x 8.25"SAFETY LINE: 10.75" x 8.25"

Trim Area: 11.25" x 8.75"
To avoid unwanted white borders 
at the edge of your final product, 
your design should extend to the 
outer edge. Important information, 
such as text, should not extend 
into this area since it’s at risk of
being cut off.

Safety Line: 10.75" x 8.25"
This solid line shows the edge 
of the safe area. Your design 
should extend beyond the 
safety line into the trim area, 
but important content should 
remain within the safety line to 
avoid being cut off.

Safe Area
Everything inside this area is safe. 
Keep all important content within 
this box.

Half-fold Brochure 11"x17"

Design Guidelines - Front Page
PortraitTHE QWIK™ BLEND IS A PROPORTIONOR PUMP THAT IS USED 
TO PULL A 3% SOLUTION OF PRODUCT STRAIGHT FROM THE 

JUG AND INJECT IT INTO THE WATER LINE

USAGE GUIDELINES

Qwik Blend™



Trim Area: 11.25" x 17.25"
To avoid unwanted white borders 
at the edge of your final product, 
your design should extend to the 
outer edge. Important information, 
such as text, should not extend 
into this area since it’s at risk of
being cut off.

Safety Line: 10.75" x 16.75"
This solid line shows the edge 
of the safe area. Your design 
should extend beyond the 
safety line into the trim area, 
but important content should 
remain within the safety line to 
avoid being cut off.

Half-fold Brochure 11"x17"

Design Guidelines - Inside Page
Portrait

TO BE USED TO INJECT PRODUCT WHEN NO ANIMALS ARE PRESENT

1.  Lower the water lines to elbow height, if possible

2.  Plan where water from the ends of the water lines will flush to – either a large water bucket that can 
be emptied or through hoses that allow the water to be flushed outside the facility

3.  Open the ends of the water lines and flush fresh water into the water lines for 15 minutes to clear 
loose debris

4.  Take the regular medicator “off-line” by turning off the water valves that feed water through the 
medicator 

5.  Unscrew the medicator hoses from the water line

6.  Screw the hoses of the Qwik™ Blend into the water line where the medicator hoses had previously 
attached

7.  Put on latex or rubber gloves

8.  Open a jug of Proxy-Clean® and drop the intake tube of the Qwik Blend™ into the jug of Proxy-Clean® 
(it has a weighted end so it will drop to the bottom of the jug)

9.  Turn the valves back on to force water through the hoses of the Qwik Blend™, just as you would if the 
medicator were in use

10.  Flush water through the system for 15 to 20 minutes until you see bubbles in the water being flushed 
out of the end of the water line

11.  Trigger every drinker (this is best done while lines are still being flushed)

12.  Close the end of the water line (be sure the stand pipes are functioning so the oxygen released 
from the oxidation process can be released).  If flush hoses are attached to the end of the lines they 
can be looped over the wires holding the water line (high) and the end water valves kept open to 
allow the release of oxygen

13.  Turn off the valves that feed water through the Qwik Blend™ and re-attach the regular medicator 

14.  Allow Proxy-Clean® to sit for 24 to 48 hours

15.  Flush fresh water into each water lines for 20 minutes

16.  Trigger every drinker  

STEP-BY-STEP INSTRUCTIONS:


